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BEGINNING THE PERMIT PROCESS 

  













Bonding 

Oil and Gas and Midstream 
$1 million Statewide for well pad approaches and/or pipeline access roads 

or 
$250,000 District wide for well pad approaches and/or pipeline access roads 
  

Midstream 
$75,000 District wide for pipeline installation and maintenance 
 
NOTE: Separate bonding may be required for road improvements 



Coordinates should be in NAD 83 decimal degree 

Three different contacts for 24/7 road maintenance 

Site name should reference well pad, access road, or 
crossing    ex. WV well pad, TAR-1, RC-1 

Haul route for this permit should be entered here 

Well pad coordinates should be entered here along 
with the API number if it is known. 



 



Required Attachments 
Typical 

All new permits must include a typical of the well pad approach, access road 
approach, or road crossing.  The typical should include the grade of slope. 
Crossings 
The degree of slope must be listed on the typical for each side of the road. 
For crossings with a degree of slope 45° or greater, a slope protection plan must 
also be submitted, if the crossing is an open cut or conventional bore. 
 

Photos 
A minimum of four photos for each permit location- One facing each direction 
North, South, East, and West. 
 

Shape Files 
•Haul route 
•Pipeline Centerline 
•Access Roads 
 

Overall Map 
Haul route 
Permit locations with coordinates and site name 
 
 



Map depicting overall haul route and location of well, 
approaches, and/or crossings 



Submitting shape files of the haul routes, access roads, and pipeline will expedite the 
permit review and approval process. 



WV DEP Compliance 



PHASE 1 DRILLING 

• Road Maintenance Agreement 

• Improvement Agreement if Needed 

• Haul Roads can be changed by Permit Adden. 

• Need to Stress Notice of Completion  

• Much larger than anticipated impact on 
primary roads 



PHASE 2 MIDSTREAM UTILITIES 

• Road Maintenance Agreement With Bond 

• Before Construction Road Video 

• Agreement For Any Required Improvements 

• After Construction Road Video 

• May require reimbursement of inspection fees 



PHASE 3 DRILLING 

• Returning to drill additional Wells 

• Possibly needing to re-frack existing wells 

• New Sites 



PHASE 4 PROCESSING FACILITIES 

• STRIPPING PLANTS 

• LOADING FACILITIES  

• CRACKER FACILITIES 

• PRODUCT TRANSPORTATION 
Pipe/Road/Rail/River 





 
GAS AND OIL WELLS WITH 5,000+ 

BARRELS OF LIQUID TRANSPORTED ON 
COVERED ROADS FOR DRILLING 

AND/OR STIMULATION ACTIVITIES 

Section B 





Video Taping Of Bonded Route 

• Haul Route from Entrance to Primary Route  

• Route for Different Permits may cover same 
routes 

• Copies for both DOH and Operator 

• Required for 5000+ Barrel Permits 

• Change in Route may require additional video 
taping 







 
IMPROVEMENT 

AGREEMENT/MAINTENANCE 
ACTIVITIES 

 • All Work or Materials shall be in accordance 
with the West Virginia Division Of Highways 
Standard Specifications for Roads And Bridges 
as Adopted 2010 

• Inspection/Testing will be performed as 
required 



GAS AND OIL WELLS WITH LESS 
THAN 5,000 BARRELS OF LIQUIDS 

TRANSPORTED ON COVERED 
ROADS FOR DRILLING AND/OR 

STIMULATION ACTIVITIES 

SECTION C 





SECTION D 
 

SECURITY 



ROADWAY MAINTENANCE BONDING 

• Does Not Affect Over Weight Permits 

• Does Not Affect Over Size Permits 

• Does Not Affect Bridge Weight Limits 

• Special Conditions Affecting Regulations must 
be approved by Commissioner's Order or 
Special Agreement 







SECTION F 
 

APPEAL PROCESS 





•Written notification must be submitted    
  upon the project’s completion 
•Release project from bond 
•Post completion video and inspection 

 
COMPLETING THE PROJECT 

 









Data Entry Screen 



Report Generation 


